
HYGIENIC LAMI GRP DOOR SETS FOR FOOD INDUSTRY, KITCHENS AND SUPERMARKETS
Designed and manufactured for harsh environments, hygienic areas and applications 
subject to high levels of water and moisture. 

DURABLE LAMI DOOR SYSTEMS

HYGIENIC AND WATERPROOF

SEAMLESS STRUCTURE

CHEMICAL RESISTANCE

CORROSION FREE

STRONG AND DURABLE

www.lamidoors.com
lamidoors@lamidoors.com

Tel. +44 161 924 2217



FIRE    WATER
HYGIENE   ACCESSIBILITY

Long Life Expectancy
 Unaffected by most chemicals, water or steam
 Will not rot, rust, swell or warp
 Durable and impact resistant
Low Maintenance Costs
 Easy to clean
 Resists attack from chlorinated water
Hygiene
 No joints, seams or lippings to harbour dirt or bacteria
 No organic materials or mild steel to promote contamination
Light Weight and Safe to Use 
 LAMI doors weight ca. 9 kg/m2  - this is less than half 
 compared to a conventional door
Fire Resistance
 Fire test certified to BS 476: Part 22 or BS EN 1634-1:2008
Sound Insulation
 Available with acoustic properties with sound reduction 
 index Rw 35 dB
X-Ray Protection
 Lead rate available up to 4 mm
Aesthetics
 Available in a wide range of standard and special colours
Wide Range of Accessories
 Vision panels, ironmongery, protection plates, automation etc.
Efficient Service
 Complete service available from initial survey to installation

SUCCESSFULLY INSTALLED IN HYGIENIC FACILITIES WORLDWIDE
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